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chemical substance identified generi-
cally as a substituted amino alkyl tri-
azinyl benzenesulfonic acid derivative 
(PMN P–98–1043) is subject to reporting 
under this section for the significant 
new use described in paragraph (a)(2) of 
this section. 

(2) The significant new uses are: 
(i) Industrial, commercial, and con-

sumer activities. Requirements as speci-
fied in § 721.80(f). 

(ii) [Reserved] 
(b) Specific requirements. The provi-

sions of subpart A of this part apply to 
this section except as modified by this 
paragraph. 

(1) Recordkeeping. Recordkeeping re-
quirements as specified in § 721.125 (a), 
(b), (c), and (i) are applicable to manu-
facturers, importers, and processors of 
this substance. 

(2) Limitations or revocation of certain 
notification requirements. The provisions 
of § 721.185 apply to this section. 

[65 FR 374, Jan. 5, 2000] 

§ 721.9820 Substituted triazole. 
(a) Chemical substance and significant 

new uses subject to reporting. (1) The 
chemical substance generically identi-
fied as a substituted triazole (PMN P– 
90–1731) is subject to reporting under 
this section for the significant new 
uses described in paragraph (a)(2) of 
this section. 

(2) The significant new uses are: 
(i) Protection in the workplace. Re-

quirements as specified in § 721.63 (a)(1), 
(a)(2)(i), (a)(2)(iii), (a)(2)(iv), (a)(3), 
(a)(4), (a)(5)(i), (a)(5)(ii), (a)(5)(iii), 
(a)(6)(i), (b) (concentration set at 0.1 
percent), and (c). 

(ii) Hazard communication program. 
Requirements as specified in § 721.72 (a), 
(b), (c), (d), (e) (concentration set at 0.1 
percent), (f), (g)(1)(i), (g)(1)(iv), 
(g)(1)(v), (g)(1)(vi), (g)(1)(vii), (g)(1)(ix), 
(g)(2)(i), (g)(2)(ii), (g)(2)(iii), (g)(2)(iv), 
(g)(2)(v), (g)(3)(i), (g)(3)(ii), (g)(4)(i), 
(g)(4)(ii), and (g)(5). 

(iii) Industrial, commercial, and con-
sumer activities. Requirements as speci-
fied in § 721.80(q). 

(iv) Release to water. Requirements as 
specified in § 721.90 (a)(4), (b)(4), and 
(c)(4) (where N = 12). 

(b) Specific requirements. The provi-
sions of subpart A of this part apply to 

this section except as modified by this 
paragraph. 

(1) Recordkeeping requirements. Re-
quirements as specified in § 721.125 (a) 
through (k) are applicable to manufac-
turers, importers, and processors of 
this substance. 

(2) Limitations or revocation of certain 
notification requirements. The provisions 
of § 721.185 apply to this section. 

(3) Determining whether a specific use is 
subject to this section. The provisions of 
§ 721.1725(b)(1) apply to this section. 

[57 FR 44075, Sept. 23, 1992, as amended at 58 
FR 29946, May 24, 1993; 58 FR 34204, June 23, 
1993] 

§ 721.9825 Phenyl substituted 
triazolinones. 

(a) Chemical substance and significant 
new uses subject to reporting. (1) The 
chemical substances identified generi-
cally as phenyl substituted 
triazolinones (PMNs P–93–204, P–94– 
1870, P–94–1871, P–94–1872, P–94–1873, and 
P–94–1874) are subject to reporting 
under this section for the significant 
new uses described in paragraph (a)(2) 
of this section. 

(2) The significant new uses are: 
(i) Protection in the workplace. Re-

quirements as specified in § 721.63 (a)(1), 
(a)(2)(i), (a)(3), (a)(4), (a)(5)(iii), 
(a)(5)(iv), (a)(5)(v), (a)(5)(vi), (a)(6)(i), 
(b) (concentration set at 1.0 percent), 
and (c). The imperviousness of the 
gloves selected pursuant to (a)(2)(i) of 
this section must be demonstrated by 
actual testing under (a)(3)(i) of this 
section and not by manufacturer speci-
fications. In addition, there must be no 
permeation of the chemical substance 
greater than 15 µg/day-cm2 as a daily 
cumulative total when tested in ac-
cordance with the most current version 
of the American Society for Testing 
and Materials (ASTM) F739 ‘‘Standard 
Test Method for Resistance of Protec-
tive Clothing Materials to Permeation 
by Liquids or Gases’’ or ASTM F1383 
‘‘Standard Test Method for Resistance 
of Protective Clothing Materials to 
Permeation by Liquids or Gases Under 
Conditions of Intermittent Contact.’’ 

(A) For conditions of exposure which 
are intermittent, gloves may be tested 
in accordance with the most current 
version of ASTM F1383 ‘‘Standard Test 
Method for Resistance of Protective 
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